
• M Control програмираща конзола

• Нов M Control с дисплей

• Двойно стъкло на вратата

• Възможност за обръщане отварянето на вратата

• Заден панел за отвеждане на въздуха + филтър

• Шумозаглушител Ø300

• Морски (корабен волтаж) за електрическите модели: 440V III 50/60 Hz No neutral

DTM 45/60/80 COMFORT

СУШИЛНИ МАШИНИ 

M ПРОГРАМАТОР 
Нов M програматор: пуш бутони за управление на 

температура и време 

ОТЛИЧИТЕЛНИ ХАРАКТЕРИСТИКИ 
Барабан с реверс 

Честотен инвертор 

Барабан от неръждаема стомана 

ЕФИКАСНОСТ 
DOUBLE FLOW– смесен аксиално-радиален въздушен поток 
Голям филтър за мъх 

ГЪВКАВОСТ 
Възможност за персонализиране при поръчка 

EРГОНОМИЧНОСТ 
Чекмедже като филтър за мъх 

По-голям диаметър на вратата 

Регулиране на отварянето на вратата на място 

ПОДДРЪЖКА 
Панел на панти: лесен и ергономичен достъп 

Техническо меню: статистики, аларми, автотестове, 

възстановяване на данни за техниците и за поддръжката 

ДРУГИ 
Корпус от висококачествено сиво skinplate-покритие, 

изглеждащо като неръждаема стомана 

Трансмисия с ремък 

SOFT DRY – нов барабан с щамповани отвори 

COOL DOWN – в края на всеки цикъл система против 

намачкване 

Опции за подгряване: електричество, газ, пара 

CE сертификат 

OПЦИИ 

domus@domuslaundry.com  |  www. domuslaundry.com | export@domuslaundry.com 



* It may vary depending on the type of heating, filter cleanliness or extraction type.

TECHNICAL DATA UNIT. DTM-45 COMFORT DTM-60 COMFORT DTM-80 COMFORT
CAPACITY

Capacity 1/18

Capacity 1/20

Hourly Output COMFORT*

Evaporation capacity COMFORT*

DRUM

Ø Drum

Ø Door

Door center height

Load hole bottom height

Drum length

Drum volume

POWER 

Drum motor power

Fan motor power COMFORT

Electric heating power ALL RANGES

Total electric power (elec.model) COMFORT

Gas heating power ALL RANGES

Total electric power (gas model) COMFORT

Steam heating power ALL RANGES

Steam heating power (gas model) COMFORT

CONNECTIONS ELECTRICAL STEAM / GAS ELECTRICAL STEAM / GAS ELECTRICAL STEAM / GAS

Tension 230V - I + N + T

Tension 230V - III + T

Tension 400V - III + N + T

Ø Gas inlet

Ø Steam inlet

Ø Condensed (Steam models)

DIMENSIONS / PACKING DIMENSIONS

Net Width / Gross Width

Net Depth / Gross Depth

Net Height / Gross Height

Height without heating battery

Net weight / Gross weight

OTHERS

Max airflow COMFORT

Ø Fume exhaust

Sound level COMFORT

01  ELECTRIC CONNECTION
02  FUMES OUTLET Ø300
03  GAS CONNECTION 3/4”
04  STEAM CONNECTION (DTM-45) 1”
05  STEAM CONNECTION (DTM-60/80) 1”
06  CONDENSATION OUTLET (DTM-45) 1”
07  CONDENSATION OUTLET (DTM-60/80) 1”
08  FIRE EXTINGUISHER WATER VALVE 3/4”

Kg 50 67 83

Kg 45 60 75

Kg/h 84,4 128,6 173,1

l/h 42,5 65,8 86,5

mm 1.225 1.225 1.225

mm 802 802 802

mm 1.275 1.275 1.275

mm 874 874 874

mm 760 1.020 1.252

l 896 1.202 1.500

Kw 0,75 1,1 1,5

Kw 1,1 1,1 1,1

Kw 54 72 72

Kw 55,9 74,25 74,65

Kw 60 90 120

Kw 1,9 2,25 2,65

Kw 91,3 128 128

Kw 1,9 2,25 2,65

Nº x mm2 / A - - - - - -

Nº x mm2 / A - 4 x 2,5 / 20A - 4 x 2,5 / 32A - 4 x 2,5 / 32A

Nº x mm2 / A 5 x 35 / 100A 5 x 1,5 / 20A 5 x 50 / 125A 5 x 1,5 / 32A 5 x 50 / 125A 5 x 1,5 / 32A

BSP 3/4’’ 3/4’’ 3/4’’

BSP 1” 1” 1”

BSP 1” 1” 1”

mm 1.270/1.330 1.270/1.330 1.270/1.330

mm 1.106/1.185 1.366/1.445 1.598/1.705

mm 2.380/2.150 2.380/2.150 2.380/2.150

mm 1.950 1.950 1.950

Kg 395/430 529/575 657/715

m3/h 3.000 3.000 3.000

mm 300 300 300

dB 67 67 67
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DTM-45 2380 2045 874 1981 211 80 1270 1106 957 138 813 802 2088 214 240 244 1865 195

DTM-60 2380 2045 874 1981 211 80 1270 1366 957 138 813 802 2088 214 240 244 1865 195

DTM-80 2380 2045 874 1981 211 80 1270 1598 957 138 813 802 2088 214 240 244 1865 195


